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Type 2034
Multifunction block and 
weld solution

Type 3233

Type 8690

-

Type 8697

-

Tank bottom diaphragm valve with pneumatic 
plastic actuator (Type CLASSIC)

-

-

-

Type descriptionCan be combined with

Type 2033
Pneumatically operated diaphragm 
valve with CLASSIC actuator
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1. General technical data

Product properties
“4. Dimensions” on page 6

Material

 

Standard surface quality
 

 

Performance data

 and 225
See “5.1. Medium pressure” on page 11

Medium data

Resistance Chart 

Medium temperature

Process/Port connection & communication

Port connections2.)

Welded connection

Environment and installation

See operating manual 

Ambient temperature
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2. Approvals
Note:

Approvals/ 
Conformity/

1.)

Description

ATEX/IECEx2.)

TA air

FDA
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3.

Note: 

Actuator size 40…125

1

2

3

4

5
6

7
8

No. Element Material
1 See “1. General technical data” on page 3
2

3
4 Socket
5
6 Piston seal
7

8

Actuator size 175 and 225

1

2

3

5

4

No. Element Material
1 See “1. General technical data” on page 3
2

3
4
5
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3.1 Example of available membrane materials

 
 

-

website 

4. Dimensions
4.1. Actuator

CLASSIC actuator with interface for block mounting (MT85)

Note:

Diaphragm size 8…50 Diaphragm size 65…100

A 

Ø
 K

 
 H

 

 C 

 K
 

 C A 

 H
 

Diaphragm size Actuator size Ø Ø A C K H
111

15
52 154

20 52
101 52

25 52
101 190

40

50 254

211
211

155
100 155
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CLASSIC actuator with tank bottom body

Note:

Tank bottom body without control unit

 C3 

 C
2 

Diaphragm size Actuator size Ø C2 C3
15
20 190
25 199 191
40
50

420
401

100 425 442
455
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Tank bottom body with control unit Type 8697

 C5 

 C
4 

Diaphragm size Actuator size Ø C4 C5
15 215

20 250
225

25

40 299

50
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4.2. Tank bottom body with welded connection

Note:

B 

 C
1 

 D
° 

 L 

D1
 

 s
 

Dia-
phragm 
size

Port connec-
tion DN

Ø B C1 D ØD1 s L Product key1.)

DIN EN ISO 1127/ISO 4200/DIN 11866 series B
50 5 SA40

15 15 12 4 SA42
SA42

20 20 12
25 25 120 2 SA44
40 150 2 20 SA45

40 15
50 50 22 2 12

225 20 2
10 SA49

100 100

10 50 5 SD40
15 15 12 19 SD42
20 20 12
25 25 120 29 SD44
40 40 150 41 20
50 50 22 15

225 20 2 SD49
100 100 104 2 14 SD50

50 SA90
15 12 10 SA92
20 12
25 120 12
40 150 15
50 22 25

15
11

225 20 25

100 14
SMS 3008
25 25 120 25
40 40 150 20
50 50 22 51 15
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4.3. Tank bottom body with clamp connection

Note:

s

A

E

Ø
D

3

Port connection A s D3 E Product key
[mm] [inch]
DIN 32676 series A (DIN pipe)
10
15 19
20
25 29

40 41
50
DIN 32676 series B (ISO pipe)

10
15
15
20
25 2

2
40 2
50 2
ASME BPE

10
15
20
25
40
50
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5.
5.1. Medium pressure

Information for control function A

Note:
 

Diaphragm size Actuator size Ø Pilot pressure Max. operating pressure for seal material
EPDM, FKM PTFE/EPDM, advanced PTFE/EPDM, 

GYLON®/EPDM laminated
DN [mm] [bar] [bar] [bar]

10 10
15 5

10 10
20 10 5

10 10
25 10
40

10 10
50

5
5
10

100 4
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6. Product accessories

Electrical position feedback

Type 8697 Description

Features

7. Networking and combination with other Bürkert products
consists of diaphragm valve, Type 2033 and position feedback, Type 8697

Note:

Diaphragm valve Position feedback

Type 2033 Type 8697 
-

Valve system

Valve system
Type 8801-DG-U


