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1. General technical data

Product properties
“3. Dimensions” on page 5

Material
PPS

Cover PC

Commissioning
Manual

Manual override Pilot valve

Status display

Position sensor/Position feedback

Position feedback

Initiator

Stroke range for linear actuators

Electrical data

Operating voltage
Pilot valve

Initiator

Electrical connection
Multipole

Pneumatic data

Control medium

)

)

Actuating system
Circuit function
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Conformity

UL

IECEx

Environment and installation
Installation and mechanical data

“Adapter kits” on page 11
Operating conditions

Ambient temperature (max.)
- 10…+ 55 ºC

2. Materials
2.1. 

1

2

3

4

5

6

No. Element Material
1 PC
2
3
4

5 PPS
6
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3. Dimensions
3.1. Mounting on process valve ELEMENT Type 21xx

Note:
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4. Device/Process connections
4.1. Electrical connections

Multipole connection

12

5
64

73
8

Pin Assignment Outer circuitry

1  

2

3  

4

5  

6

7
8

Pin Assignment
1
2
3
4
5
6

Cable gland connection

2)

Micro switch top (NO)

Micro switch bottom (NO)

Valve control

1

2

3

4

5

6
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Pin Assignment Outer circuitry

1  
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Pin Assignment
1
2
3
4
5
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Pin Assignment Outer circuitry
1 INI Top +

NAMUR-
Sensor

Ex protection 
area

Non-explosive 
area

+8.2 V DC

0 V

R

1 / 3

2 / 4

2

3

4

5 Valve control +

6
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5. Product installation
5.1. Combination options with pneumatic process valves

Note:
pneumatic control unit Type 8690 and a process valve ELEMENT Type 21xx

Article no.  Type 8690

Article no. process valve Type 21xx   Type 2100 , Type 2101 , Type 2103 )

Pneumatic Control unit Pneumatic Process valve

Type 8690 Type 2100 Type 2101 Type 2103 

ELEMENT ELEMENT ELEMENT 
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6. Ordering information
6.1. Bürkert eShop – Easy ordering and quick delivery

Bürkert eShop – Easy ordering and fast delivery

Order online now

6.2. 
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6.3. Ordering chart

Note:

End position feedback Electrical 
connection

Circuit 
function 
pilot valve 
system

Pilot air 
ports 
threaded 
ports

Article no.
Inductive 
switch 

Inductive switch 
 

Micro switch Stand
ard

ATEX II 
Cat. 3G/ 
D, IECEx, 

CCC1.)

ATEX II 
Cat. 2G/D

2
connector

2

2
2

2

2
1

connector
1

1
1

1

1
2

2

2
2

connector
1

2

2

Further versions on request

Additional
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6.4. Ordering chart accessories

Standard accessories

Note:

Description Article no.

Adapter kits

 

Description Actuator size Control function Article no.


