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Certificate of Compliance 
Certificate: 70129903 Master Contract: 153241 (009933_0_000) 

Project: 70129903 Date Issued: 2017-06-03 

Issued to: Ross Controls 

1250 Stephenson Hwy 

Troy, Michigan 48083-1115 

USA 

Attention: David Haselden 

The products listed below are eligible to bear the CSA Mark shown 

 with adjacent indicators 'C' and 'US' for Canada and US or with adjacent 

indicator 'US' for US only or without either indicator for Canada only.    

     

Issued by: 
Joseph Kwong 

Joseph Kwong 

 

PRODUCTS 

CLASS - C322101 - VALVES-General purpose 

CLASS - C322181 - VALVES-Certified to US Standards 

 

Series 80 and Series 84, 150 psi rated, with solenoid rated input 115V ac, 60Hz, 8VA (inrush)/6VA (continuous); 

or 115V ac 60Hz, 87VA (inrush)/30VA (continuous); or 24VDC, 14Wmax, Ambient Temperature 50°C max, 

Fluid (air) temperature 80°C max. 

 

APPLICABLE REQUIREMENTS 

 

CSA Std C22.2 No. 139-13 - Electrically Operated Valves (including update no. 1) 

UL Std No.  429 - Electrically Operated Valves (7th Ed.) 
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Supplement to Certificate of Compliance 

Certificate: 70129903 Master Contract: 153241 (009933_0_000) 

The products listed, including the latest revision described below, 

are eligible to be marked in accordance with the referenced Certificate. 

Product Certification History 

Project Date Description 

     

70129903 2017-06-03 Add new Coil Voltage (24 VDC). (Std 139-13/UL 429 7th Ed.) 

LR 9933-19 1992-06-04 Original Certification. 
 

 


