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DED- 115V - 2 W
PORT TYPE
NPT threads ........ Leave Blank
BSP threads ................. W

VOLTAGE
115 VAC, 50/60 Hz .............................. 115V
24 VDC ................................................ 24V
230 VAC .............................................. 230V PORT SIZE

1/4-NPTF ...................... 2
3/8-NPTF ...................... 3
1/2-NPTF ...................... 4

ORDERING INFORMATION
Change the numbers in the sample model number below to specify the switch you want. 

DED- 115 - F100
VOLTAGE
115 VAC, 50/60 Hz .............................. 115
24 VDC ................................................ 24V
230 VAC .............................................. 230

REPLACEMENT BOWL
F100 (Vanguard 1/4 to 3/4) ..... F100X
F100 (High Flow 3/4 to 1) ....... F100
FC101 (Vanguard 1/4 to 1/2) ... FC101X
FC101 (High Flow 3/4 to 1) ...... FC101

This replacement kit contains a Warrior Drain, Pipe nipple 
and correct plastic bowl assembly with shatterguard.

Replacement Drain Kits for M/P Filters: Plastic Bowls

DED- 115 - BF100
VOLTAGE
115 VAC, 50/60 Hz .............................. 115
24 VDC ................................................ 24V
230 VAC .............................................. 230

REPLACEMENT BOWL
BF100 (1/4" to 1") ................... BF100
BFC101 (1/4" to 1")
BF200 (3/4" to 1-1/2")
BFC201 (3/4" to 1-1/2")

This replacement kit contains a Warrior Drain and 
pipe nipple.

Replacement Drain Kits for M/P Filters:  Metal Bowls


