DATA SHEET

Type 6511

Can be combined with

Type 2031 »
2/2 way diaphragm
valve with pneumatic
plastic actuator (Type

CLASSIC)

Type 8640 »
Modular valve island for
pneumatics
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FLUID CONTROL SYSTEMS

5/2 way solenoid valve for pneumatic
applications

e Compact design
¢ Fast switching times
* | ow power consumption

Product variants described in the data sheet may differ from the product presentation and description.

Type description

Type 6511 consists of a pilot flipper solenoid valve Type 6144 and a pneumat-
ic seat valve. The flipper action system allows the switching of high pressures
combined with low power consumption and short switching times. All the
valves are equipped with manual override as standard. Type 6511 is extend-
able and, with plug connection to the rear, can be preferably used on valve
island Type 8640 or, with plug connection to the front, on valve blocks for
activating pneumatic actuators.

845/3-4 i 3 a.wmnnSnE eLIMWISNE 2.8 A.annsUsing 10270

FIECh | FLU-TECH C0,,LTD

845/3-4, Mhoo 3, Theparak Rd., T. Theparak, A. Muang, Samut Prakan, 10270, Thailand
Tel. 02 384 6060, Fax. 02 384 5701 Email sales@flutech.co.th , www.flutech.co.th



Type 6511 m——

burkert

Table of contents

1. General technical data 3
2. Circuit functions 3
3. Materials 3
3.1. Chemical Resistance Chart — BUrKert reSiSTADPD. .....couiriiiiii it s re e sr e s s esneenes 3
4. Dimensions 4
4.1, 5/2 WY SOIENOIA VAIVE ......eiiiiiiiiiiie ettt ettt sttt et h e st e e bt esa st e bt e e a st e sae e st e e aae e e st e eae e e st e san e e s e e emseeeneesaseeeaneeneennneenes 4
4.2. Manifold mounting on wall or with DIN EN 50045 a1 ......cccccuuiiiiiiiieiieeeeieee et e e e e s s e s e e sasne e s sne e e s e neeesanneeesnneeesan 4
5. Ordering information 5
5.1. Burkert eShop — Easy ordering and QUICK elIVEIY........c.coiiiiiiiiiiiie ittt sreenes 5
L2 = 10 4 =Y A oo o (1 T3 B 11 =Y SRS 5
5.3.  Ordering chart ValVes (5/2 WaY VAIVE).......c.eecuirieieirrieeesieeeesie et sae et sae e a e s st s e s st e s e sseeas e es e e e e seeenenre s e e sreennenneennens 5
5.4. Ordering chart pneumatic module Type MPO2 (for 5/2 Way VAIVE).........ccccuiiiiiiiiiiiiieie et
5.5. Ordering example complete valve blocks (Type 6511 with Type MP02) ...
L ST @ o 1= g o Tt g F=Tg A= T o =TT o g 1= PSSRSO

DTS 1000135011 EN Version: D Status: RL (released | freigegeben | validé) printed: 06.08.2021

Visit product website » 2|7

@ WWWFLUTECHCOTH & SALES@FLUTECHCOTH & + 66 (0) 2384-6060 ¢4 + 66 (0) 2384-5701



Type 6511 m——

burkert

1. General technical data

Product properties

Dimensions Detailed information can be found in chapter “4. Dimensions” on page 4.
Material

Body PPS, PA

Seal FKM, NBR

Nominal diameter DN 2.5 mm

Manual override Standard

Performance data

Duty cycle Continuous operation (100 % ED)

Response times Opening: <15 ms

(Measurement acc. to ISO 12238) Closing: <10 ms

Electrical data

Operating voltages 24V DC

Voltage tolerance +10%

Protection class 3 acc. to VDE 0580

Nominal power 0.8W

Medium data

Medium Lubricated, oilfree, dry compressed air; neutral gases (5pm filter recommended)
Medium temperature 0°C...50°C 7
Process/Port connection & communication 3}
Port connection Flange for MP02

Electric connection on valve Rectangular plug, 2 pin, with raster 5.08 mm a
Environment and installation

Installation position As required, preferably with actuator upright

Ambient temperature 0°C...55°C

Degree of protection IP40

2. Circuit functions

Circuit functions \ Description
4] |2 Type: H, solenoid valve
s 12 Servo-controlled, pilot air and manual mode

Pressure applied via port (1), therefore one of the two ports (2) or (4) is under pressure.

3. Materials
3.1. Chemical Resistance Chart - Biirkert resistApp

Biirkert resistApp - Chemical Resistance Chart

You want to ensure the reliability and durability of the materials in your individual
application case? Verify your combination of media and materials on our website or in
our resistApp.

Start Chemical Resistance Check
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4. Dimensions
4.1. 5/2 way solenoid valve

Note:
Dimensions in mm
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5. Ordering information

5.1.

Biirkert eShop - Easy ordering and quick delivery

Biirkert eShop - Easy ordering and fast delivery

You want to find your desired Biirkert product or spare part quickly and order directly?
Our online shop is available for you 24/7. Sign up and enjoy all the benefits.

Order online now

5.2. Biirkert product filter

Biirkert product filter - Get quickly to the right product

You want to select products comfortably based on your technical requirements?
Use the Birkert product filter and find suitable articles for your application quickly and
easily.

Try out our product filter

5.3. Ordering chart valves (5/2 way valve)

Circuit function Orifice | Q, value Pressure Voltage/ Manual over- Article no. Article no.
air® range? Frequency ride plug contact plug contact
[mm] [I/min] [bar] [V/Hz] at rear® for in front* for
Valve island valve block
Type 8640
Type: H, solenoid valve 2.5 130 25...10 24V DC with 187604 & 184315 =
5/2 way | none 184310 & 187603 &
Servo-controlled, pilot
air and manual mode
Pressure applied via |
port (1), therefore one of ‘
the two ports (2) or (4) is |
under pressure.
4| |2
14
vam R ITA= P
sl[1]3
1.) Measured at +20 °C, 6 bar pressure at valve inlet and 1 bar pressure difference
2.) Overpressure to the atmospheric pressure
3.) At rear: Plug connection on flange side
4.) In front: Plug connection offset at 180° to flange
5.4. Ordering chart pneumatic module Type MP02 (for 5/2 way valve)
'Modules Type MP02  Article no.
Connector module right, G ¥ 135008 &
Connector module without supply, left 135007 &
Basic module 2 valves, push-in connection @ 4 mm \ 135011 &
Basic module 3 valves, push-in connection @ 4 mm 134744 =
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5.5. Ordering example complete valve blocks (Type 6511 with Type MP02)

Note:
Please order the modules for block assembly from right to left (according to the example).

No. Unit Article no.
Connector module, right, G ¥s 135008 &
Basic module, 2 valves, push-in connection @4 mm = 135011 &
Basic module, 3 valves, push-in connection @4 mm = 135744 &
Connector module without supply, left 135007 &
Valves 134283 &

Ol = = a4

5.6. Ordering chart accessories

Version Feature Article no.
Closing plug for plug-in coupling @ 4 mm 781664 =
Blanking plug G 631019 &
- Rectangular cable plug with 3 m cable 133486 =
§ Rectangular cable plug with 300 mm flying leads 644068 &
85 Rectangular cable plug with 2 single contacts 644067 &=
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